WHiB

MATERIAL SAFETY DATA SHEET

SECTION 1 PREPARATION INFORMATION

SUPPLIER/MANUFACTURER
Eco Global Solutions, Inc.

2850 Red Hill Avenue Suite 210
Santa Ana, CA 92705

PHOMNE NUMBERS
Business Hours:
24 Hours: Chemtrec:
General MSDS:

(949) 955-1039
(800) 424-9300
(949) 955-1039

SECTION 2 PRODUCT INFORMATION

Product Name: WSB COLD FLOW SUPPLEMENT

General/Generic: Solvent Blend

Product Use: Additive for heavy fuel oils

WHMIS Classification: B3 D2B

D5L Status: ON D5L

SECTION 3 SHIPPING INFORMATION

Shipping Name: NOT REGULATED AS DANGEROUS GOODS FOR SHIPPING
UN Number: N/A

Class: N/A

Packing Group: MN/A

SECTION 4 HAZARDOUS INGREDIENT (S)

Ingredient: % W/W TLV CAS No.
Maphtha Petroleum: 60-100 100 PPM (*) 64742-94-5
MNaphthalene 3-7 10 PPM 91-20-3
Organometallic Compounds: 1-B 10 MG/ M3 N/A (Blend)
1.2.4 Trimethylbenzene: 0.1-1 25 PPM 95-63-6
SECTION 5 PHYSICAL DATA

Initial Boil Point
Vapor Pressure
Vapor Density
Evaporation Rate

158°C or 316°F @ 760 MMHG
3.75 MMGH@ 38°C or 100°F
Heavier than air

Slower than ether

Physical State Liquid

Odor Threshold N/E

Freezing Point N/E

Specific Gravity 0.912 @ 20°C or 68°F
% Volatile 100%
Appearance and Odor Amber liquid
Weight per gallon 7.61lbs @ 15.6°F
Viscosity 60 CST @ 40°F
Flash Point PMCC 62.8°C or 145°F
Sulfur 34 PPM

Pour Point -38°C

Coefficient of Thermal Exp 0.00076
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WSB MATERIAL SAFETY DATA SHEET

SECTION 6 FIRE & EXPLOSION INFORMATION
Flash Point Closed cup 62.8°C or 145°F
Flammable Limits LFL: 0.9% UFL: 6.0%

Auto Ignition Temperature N/E

Extinguishing Media
Hazardous Combustion Products Carbon dioxide and carbon monoxide, various hydrocarbons, etc
FIRE FIGHTING PROCEDURES

Wear self-contained breathing apparatus with a full facepiece operated in the positive pressure demand
mode when fighting fires.

SPECIAL FIRE & EXPLOSION HAZARDS

Foam, water fog, dry chemical or carbon dioxide

Vapors are heavier than air and may travel along the ground or be moved by ventilation and ignited by
heat, pilot lights, other flames and ignition sources at locations distant from material handing point.

Mewver use welding or cutting torch on or near drum (even empty) because product (even just residue)
can ignite explosively.

All five gallon pails and larger metal containers including tank cars and tank trucks should be grounded
and/or bonded when material is transferred.

SECTION 7 TOXICOLOGICAL PROPERTIES

Threshold Limit Value See section 4

EFFECT OF ACUTE EXPOSURE

Eyes May cause severe irritation, redness, tearing and blurred vision

Skin May cause irritation

Breathing Excessive inhalation of vapors may cause nasal and respiratory irritation

Swallowing Can cause gastrointestinal irritation, nausea, vomiting and diarrhea.
Aspiration of material into lungs can cause chemical pneumonitis, which
can be fatal.

OTHER DATA

Solvent Naphtha
(Petroleum) Heavy
Aromatic
NAPHTALENE

LD:50 (ORL-RAT)
LD:50 (SKN-RBT)
LC:50 (INH-RAT)
LD:50 (ORL-RAT)
LD:50 (SKN-RBT)
LC: 50 (INH-RAT)

3000 MG / KG

3000 MG / KG
=3800 MG/ M3/ 4H
=490 MG / KG

=20 G/ KG

>340 MG / M3 / 4H
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